
The CL-200MN standalone managed media converter was 
especially developed for mission critical applications such as 
Banks, e-commerce, hospitals, and the Military. The device 
comes with 2 copper and 2 fiber ports that provide 10/100 BASE 
fiber-to-copper conversion. With this design, a priority and a 
redundant link can be configured to ensure an "always-on" 
connection exists, eliminating costly network downtime. Being 
SNMP-read, the CL-200MN converters enables network 
administrators to remote monitor the entire network status 
quickly via the RJ-45 (in-band) or RS-232 (out-of-band) 
connection to the management agent. 

This managed converter can extend the enterprise LAN 
configuration range up to 110km while simultaneously 
minimizing the time troubleshooting. It's designed as standalone 
devices for hassle-free integration into today's managed mixed 
cabling networks. Boasting Link Fault Signalling, Loop back Test 
features, the CL-200MN managed media converter is a highly 
effective solution for network applications that require managed 
devices. Coupled with hassle-free deployment and set-up, the 
unit offers cost-efficiency that makes it easy to marry together 
the advantages of fiber connection technology with existing 
copper Ethernet/Fast Ethernet network.



Cabling Flexibility - Compatible with a variety of multimode, single mode, and long-haul single mode fiberoptic 
cabling, the CL-200MN is capable of supporting networking distances of up to 110km. The media converter meets both 
IEEE 802.3 (Ethernet) & 802.3u (Fast Ethernet) standard protocols.

Link Fault Signaling - The LFS LED will immediately become lit to indicate when a cable has been severed or some 
other cause of disruption in service has occurred. Simultaneously, data transmission will be switched to the redundant 
link resulting in 'non-stop' network connectivity. Ideally suited for mission-critical applications.

Loop back Test - The Loop back Test feature is one key management feature of the CL-200MN and allows instant 
visual status of the cable connection from local or remote sites for discovering problems reliably.

Simplify Troubleshooting - SNMP management and LEDs eliminate a network administrator's valuable time spent 
detecting and locating network problems done by visual inspection of cabling and equipment. 

Easy Implementation - Integrated autocross MDI/MDI-X and NWay capabilities make the CL-200MN simple to deploy 
within a network. Additionally, the slim housing design is ideal for installation in locations with limited space.
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